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GA Energy Code is based on
the IECC with amendments
that adjust the Code:

1.To be based on homes we
build in Georgia

2.The way we build in GA
3.Easy to use & enforce
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NEW!
2008 [ECC Update Course

The economic stimulus package passed by the LS.
House of representatives includes $3.4 billion in
energy assistance grants for states ifthe International
Code Council's 2009 |[ECC is adopted. This seminar
provides information critical to those wishing to adopt
and enfarce the 2009 |[ECC. Containing maore energy
efficiency provisions than ever before, the 2009 IECC is projected to achieve
a 15% increase in energy savings in comparison to the 2006 IECC. This
seminar focuses on the key changes between the 2006 and 2009 [ECC and
the new regquirements that achieve this increase in efficiency. Both
residential and commercial provisions of the code are examined.
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Definitions (con’t) recommend keeping this definition

ATTIC KNEEWALL. Any vertical or near-vertical wall in the
building envelope that has conditioned space on one side and
unconditioned attic space on the other side. If the envelope
features the insulation installed along the sloped ceiling, the
vertical wall is considered an interior wall and thus does not

require insulation.

delete Green Roof definition.

Delete R-value definition, it is defined in 2009 [ECC



* Appendix A, ‘AIR SEALING KEY POINTS’ Keep this amendment

— Important to keep the wording in the Air Barrier Definition since that
reference makes the Appendix part of the GA Energy Code.

* Crawlspace insulation amendments (sealed crawl space)

— 402.2.8 9 Crawl space walls. As an alternative to insulating floors over
crawl spaces, crawl space walls shall be permitted to be insulated when
the crawl space is not vented to the outside. Crawl space wall
insulation shall be permanently fastened to the wall and extend
downward from the floor to within 9 inches (229 mm) of the finished
interior grade adjacent to the foundation wall. A 3-inch (76 mm)
inspection/view strip immediately below the floor joists shall be
provided to permit inspections for termites. Exposed earth in unvented
crawl space foundations shall be covered with a continuous vapor
retarder (minimum 6-mil [0.15 mm]). All joints of the vapor retarder
shall overlap by 6 inches (152 mm) and be sealed or taped. The edges
of the vapor retarder shall extend at least 9 inches (228 mm) up the
stem wall and shall be attached and sealed to the stem wall.

— Note: Recommend adopting just as current amendment reads because
all three parties initialed this change (Dept Aquiculture, Pest Control
Association and the 2008 GA Energy Code Task Force). Please, do not
re-open this can of worms!




Recommend deleting 402.2.9 in IECC and adopting the current GA
amendment and 9 inches up the stem wall.
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403.1.2 Primary heat source. For new dwelling unit  central HVAC
systems, or replacement HVAC systems installed ind  welling units
that were originally permitted after January 1, 199 6, electric-
resistance heat shall not be used as the primary he  at source.
Primary heat source is defined as the heat source f  or the original
dwelling unit system.

Exception: Alterations or additions of 50% or less than the original
conditioned floor area.

See current GA amendment below









Table 402.7.1 was added to the GA amendments to prevent an assembly
from being R-0. The simple way to do this is add a footnote to Table
402.1.3 that specifies “The Ceiling and Basement Wall U-factors are
mandatory maximum values and shall not be traded-off using UA 402.1.4
Total UA alternative or RESCheck”.
Note: This would still allow a Section 405 Performance trade-off using
REMRATE, Energy Gauge or other approved software programs
Delete entire Table 402.7.1 and add footnote to Table 402.1.3
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This was a Georgia Amendment and now is in the 2009 IECC.

This is an amendment approved at 1st hearing in Baltimore and covers
what we say in the current page 3, Air sealing key points GA amendments:
402.2.3 Wind wash baffle. For air permeable insulations in vented attics a
baffle shall be installed adjacent to soffit and eave vents. Baffles shall
maintain an opening equal or greater than the size of the vent. The baffle
shall extend over the top of the insulation inward until it is at least 4 inches
vertically above the insulation full height. The baffle shall be permitted to
be any solid material such as cardboard or thin insulating sheathing

May want to put this language on the Air sealing key points
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Attic Knee walls shall be minimum R-18 with an barrier on attic side of any permeable insulation




Add following footnote:
The Ceiling and Basement Wall U-factors are mandatory maximum values and shall
not be traded-off using UA 402.1.4 Total UA alternative or RESCheck”.



If there is a foothote added to Table 402.1.3 setting ceiling U-factor
as ma><|mum U-0.035 then strike andthetotal UAalternativen



Delete current
Appendix D
Checklist since this
Table 402.4.2 Air
Barrier Insulation
Inspection &
Georgia Energy
Code Compliance
certificate covers
all the important
items in the
checklist

Add DCA web
Site to
Appendix E
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